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1.0 CONE

T30 max. 60W | E27
220-240VAC | 50-60Hz 
aluminium | steel

IP20 1.56kg

OPTIONAL

T30-225 5.3W | E27 | phase-cut dim
gold tinted

 code 
       2200K | 382lm 9003E129
       2700K | 425lm 9003E136

 code 
2080E0V0  
 2080E0B0 

 code 
2082E0V0  
 2082E0B0 

 code 
2086E0V0  
 2086E0B0 

 code 
2083E0V0  
 2083E0B0 

OPTIONAL

T30-225 5.3W | E27 | phase-cut dim
gold tinted

 code 
       2200K | 382lm 9003E129
       2700K | 425lm 9003E136

OPTIONAL

T30-225 5.3W | E27 | phase-cut dim
gold tinted

 code 
       2200K | 382lm 9003E129
       2700K | 425lm 9003E136

1.8 WIRO

T30 max. 25W | E27
220-240VAC | 50-60Hz 
aluminium | steel

IP20 1.66kg

2.0 WIRO

A60 max. 60W | E27
220-240VAC | 50-60Hz 
aluminium | steel

IP20 0.78kg

3.8 WIRO

T30 max. 60W | E27
220-240VAC | 50-60Hz 
aluminium | steel

IP20 2.71kg

OPTIONAL

A60 3.8W | E27 | phase-cut dim
gold tinted

 code 
       2200K | 247lm 9003E109

A60 5.6W | E27 | phase-cut dim | clear
 code 

       2700K | 483lm 9003E138

264 — 265

417

569


