
 Ceiling surface 

2.0

G95 max. 15W | E27
220-240VAC | 50-60Hz
aluminium | PET felt material

IP20 0.67kg

3.0

G95 max. 15W | E27
220-240VAC | 50-60Hz
aluminium | PET felt material

IP20 1.20kg

ø450

ø100

77

ø750

ø100

77

MIRRO SOFT

 code 
6322E0MF0
6322E0LF0
6322E0IF0

6322E0AF0

 code 
6323E0MF0
6323E0LF0
6323E0IF0

6323E0AF0

 OPTIONAL 

G95 5.1W/5.6W | E27 | phase-cut dim
gold mirror

 code 
2200K | 371lm 9003E156 
2700K | 464lm 9003E142 

G95 5.6W | E27 | phase-cut dim
silver mirror

 code 
2700K | 464lm 9003E157

G95 5.5W | E27 | phase-cut dim
clear 

 code 
2700K | 534lm 9003E160

 OPTIONAL 

G95 5.1W/5.6W | E27 | phase-cut dim
gold mirror

 code 
2200K | 371lm 9003E156 
2700K | 464lm 9003E142 

G95 5.6W | E27 | phase-cut dim
silver mirror

 code 
2700K | 464lm 9003E157

G95 5.5W | E27 | phase-cut dim
clear 

 code 
2700K | 534lm 9003E160

noise

abso r bing

13&9 DESIGN 268 — 269

433

585
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